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Abstract—In this paper, we present a framework for evaluating
the bit error probability of Nd-branch diversity combining in the
presence of non-ideal channel estimates. The estimator structure
presented is based on the maximum-likelihood (ML) estimate and
arises naturally as the sample mean of Np pilot symbols. The
framework presented requires only the evaluation of a single inte-
gral involving the moment generating function of the norm square
of the channel-gain vector, and is applicable to channels with
arbitrary distribution, including correlated fading. Our analytical
results show that the practical ML channel estimator preserves
the diversity order of an Nd-branch diversity system, contrary
to conclusions in the literature based upon a model that assumes
a ﬁxed correlation between the channel and its estimate. Finally,
we investigate the asymptotic signal-to-noise ratio penalty due to
estimation error and reveal a surprising lack of dependence on the
number of diversity branches.
Index Terms—Channel-state information, diversity, estimation
error, imperfect channel knowledge, maximal-ratio combining,
weighting errors.
I. INTRODUCTION
D
IVERSITY techniques can signiﬁcantly improve the per-
formance of wireless communication systems [1]–[4].
Among the various forms of diversity techniques, perfect co-
herentmaximal-ratiocombining(MRC)playsanimportantrole
as it provides the maximum instantaneous signal-to-noise ratio
(SNR) at the combiner output. The performance of MRC over
ﬂat-fading channels has been extensively investigated in the lit-
erature. For example, multipath diversity using Rake reception
with MRC has played an increasingly important role in spread-
spectrum multiple-access systems [5]–[7] and more recently
in third-generation wireless systems [8]–[10], as well as in
ultrawide-bandwidth (UWB) systems [11]–[14]. These results
assume perfect channel knowledge; however, practical receiv-
ers must estimate the channel, thereby incurring estimation
error that needs to be accounted for in the performance analysis.
The problem of weighting error in what is essentially a
maximal-ratio combiner was examined in [15], [16]. The sys-
tem was assumed to be operating in independent identically
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distributed (i.i.d.) Rayleigh fading channels and estimates of
the channel were derived from a pilot tone. The pilot tone
was transmitted at a frequency offset from the data channels
and used to provide appropriate weighting for combining.
Expressions for the distribution of the instantaneous SNR,1 as
well as the error probability of both noncoherent and coherent
binary orthogonal signaling schemes were developed in [15]
and [16]. Similarly, [17] and [18] analyzed the distribution
of the SNR in the presence of complex Gaussian weighting
errors for MRC. In these studies, the weighting errors were
characterized by a correlation coefﬁcient between the channel
gain and its estimate.
While the SNR is a meaningful measure for analog systems,
it does not completely describe the performance of a digital
system. A more meaningful measure for digital systems is
the bit error probability (BEP). In [19]–[21], the BEP was
derived for MRC systems by averaging the conditional BEP,
conditioned on the SNR. Note however, that these results can be
misleading as they do not truly reﬂect the actual BEP [15], [22].
The averaging in [19]–[21] was performed over a distribution
developed from the SNR distribution given in [15]–[18]. The
studies in [19]–[21] considered a model where the correlation
coefﬁcient between the channel estimate and the true channel is
independent of the SNR, that is, the BEP was parameterized by
ﬁxed values of correlation.
Regardless of the choice of the model, one expects the
accuracy of the estimator to improve as the SNR increases.
Along these lines, [23]–[25] considered a different model for
analyzing error probability in digital transmission systems us-
ing pilot signals in which the correlation coefﬁcient between
the channel estimate and the true channel is dependent on the
SNR. This model reﬂects the fact that as the SNR increases,
the estimator is capable of achieving a higher level of accuracy.
Pilot symbol assisted modulation for single-antenna systems
in time-varying Rayleigh fading channels has been analyzed
assuming frequency-ﬂat and frequency-selective channels in
[26] and [27], respectively. Note that the work in [15]–[21],
[23], and [24] was applicable only to i.i.d. Rayleigh fading
environments.
In this paper, we develop an analytical framework that en-
ables the evaluation of the performance of Nd-branch diversity
systems with practical channel estimation. This framework is
applicable to any environment, provided that its fading can
be characterized by a moment generating function (MGF).
Our methodology, requiring only the evaluation of a single
integral with ﬁnite limits, is valid for channels with arbitrary
1Throughout this paper, we use the term SNR to refer to instantaneous SNR.
The term average SNR is explicitly used to describe the SNR averaged over the
fading ensemble.
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distribution, including correlated fading. To illustrate the pro-
posed methodology, we consider Nakagami-m fading channels
that have been shown to accurately model the amplitude distri-
bution of the UWB indoor channel [28].2 We also examine the
case ofRicean fading, as itisappropriate forchannels withline-
of-sight components, such as satellite communication channels
[3],[29].Weconsiderachannelestimatorstructureinwhichthe
correlation between the estimate and the true channel is a func-
tion that is dependent on the SNR. The SNR penalty, arising
from degradation due to practical channel estimation, is quanti-
ﬁed and we reveal a surprisingly small dependence on Nd.
This paper is organized as follows. In the next section, the
models for both the system and estimator are presented. In
Section III, we evaluate the BEP of Nd-branch diversity for
channels with arbitrary fading distributions and discuss some
special cases. We apply our BEP expressions to a few com-
mon channel models and develop asymptotic expressions in
Section IV. In Section V, we discuss important aspects of
practical diversity systems, including the correlation coefﬁ-
cient between the true channel gain and its estimate and the
SNR penalty due to practical channel estimation. Finally, in
Section VI, we present concluding remarks.
II. MODEL
We consider an Nd-branch diversity system utilizing a binary
phase-shift keying (BPSK) signaling scheme, where in the
interval (0,T) we transmit signals of the form3
sm(t)= {amg(t)exp(j2πfct)},m =0 ,1 (1)
where am denotes the data symbols taking the values ±1.
Here, the signal pulse shape g(t) is a real-valued waveform that
has energy Es =( 1 /2)
  T
0 |g(t)|2dt and support (0,T).T h e
received signal on the kth branch is then modeled as
rk(t)=hksm(t)+nk(t), 0 ≤ t ≤ T, 1 ≤ k ≤ Nd.
(2)
The receiver demodulates rk(t) using the matched ﬁlter with
impulse response (1/
√
2Es)g∗(T − t).4 Sampling the output
yields
rk = hksm + nk (3)
where sm ∈{ −
√
2Es,+
√
2Es} represents the message sym-
bol, hk is a complex multiplicative gain introduced by fading
in the channel, and nk represents a sample of the additive noise
on the kth branch. The additive noise is modeled as a complex
Gaussian random variable (r.v.) with zero mean and variance
N0 per dimension and is assumed to be independent among
the diversity branches. We consider slowly fading channels, so
h =[h1 h2 ··· hNd ] is effectively constant over a block
of symbols, without making any assumptions about the distri-
bution of h. Note also that there are no restrictions placed on
2Note that the special case of m =1reduces to the classical Rayleigh fading
channel.
3 {·} is used to denote the real part.
4The complex conjugate is denoted by (·)∗.
the correlation between individual branch fading gains hk, that
is, our analysis is valid for channels with arbitrary correlation
matrix.
If h were known at the receiver, the optimal combiner that
maximizes the output SNR is well known to be MRC
r =
Nd  
k=1
h∗
krk.
In practice, however, h must be estimated; and thus the com-
biner output is
r =
Nd  
k=1
ˆ h∗
krk (4)
where ˆ hk is an estimate of the multiplicative gain hk on the
kth branch. Clearly, the performance of this combining scheme
greatly depends on the quality of the estimate ˆ hk.5 As in
[23]–[25], information can be derived from a pilot transmitted
in previous signaling intervals to form an estimate of the chan-
nel. Without loss of generality, all pilot symbols are considered
to be +1. The received pilot, after demodulation, matched ﬁl-
tering, and sampling can be represented by
pk,i =
 
2Ephk + nk,i (5)
where pk,i and nk,i denote the pilot symbol and noise samples,
respectively, received on the kth branch during the ith previous
signaling interval and Ep is the energy of the pilot symbol.
Then, the linear estimate based on the previous Np pilot trans-
missions is given by
ˆ hk =
 Np
i=1 cipk,i
 
2Ep
 Np
i=1 ci
= hk +
 Np
i=1 cink,i
 
2Ep
 Np
i=1 ci
(6)
where ci is an estimator weighting coefﬁcient [30], [31].
The maximum-likelihood estimate arises if we let ci =1 , ∀i,
which gives6
ˆ hk = hk +
 Np
i=1 nk,i  
2EpNp
.
Note that this particular estimator structure is the sample
average of Np pilot transmissions. Furthermore, this es-
timator is both unbiased and efﬁcient, with E{ˆ hk} = hk
and variance E{|ˆ hk − hk|2} = N0/(EpNp), achieving the
Cramer–Rao lower bound with equality. It is also important
to realize that both the pilot energy and the number of pilot
symbols play a critical role in the performance of this estimator.
Asthepilotenergyand/orthenumberofpilotsymbolsincrease,
the estimate becomes more accurate. That is, the estimate, and
henceitscorrelationwiththetruechannelgain,dependsonboth
the average pilot SNR and the number of pilots Np used to form
the estimate [32]. Fig. 1 shows the diversity combining system
utilizing practical channel estimation in detail.
5This receiver structure is similar to the one studied in [23]–[25] and is
referred to as “ﬁxed-reference coherent detection” in [15].
6In reality, knowledge of Ep is not needed since scaling ˆ hk by any positive
scalar does not affect the performance of the decision process in (7).GIFFORD et al.: DIVERSITY WITH PRACTICAL CHANNEL ESTIMATION 1937
Fig. 1. Diversity system utilizing practical channel estimation.
III. ANALYSIS
In this section, we determine the BEP via an MGF approach.
We develop a methodology that requires evaluation of a single
integral with ﬁnite limits and is applicable to channels with
arbitrary distribution, including correlated fading.
A. Bit Error Probability Conditioned on h
The decision variable is given by D =  {r}, which we can
rewrite, using (4), as
D =
Nd  
k=1
dk
where
dk = 
 
ˆ h∗
krk
 
=
1
2
(h∗
k + e∗
k)(hksm + nk)
+
1
2
(hk + ek)(h∗
ksm + n∗
k) (7)
and
ek =
1
 
2EpNp
 
nk
is the complex Gaussian estimation error. Given that a1 =+ 1
was sent, an error will occur if D<0. Thus, to evaluate the
BEP, we need to determine Pe =P r {D<0}.
In general, if the diversity branches are correlated, the vari-
ables dk in (7) will not be independent. However, conditioned
on the channel gain vector h the branches are conditionally
independent and (7) can be viewed as a Hermitian quadratic
form involving complex normal r.v.’s. [33].
The sum of r.v.’s, each given by the more general quadratic
form
dk = A|Xk|2 + B|Yk|2 + CX∗
kYk + C∗XkY ∗
k
was investigated in [23]–[25], [34], [35]. Examining (7), we
observe that A = B =0 , C =1 /2, Xk = hk + ek, and Yk =
hksm + nk. Applying the result of [25, Appendix B], we obtain
the conditional error probability, conditioned on the channel
vector h as
Pr{e|h} =Q1(ζb,b) −
1
2
I0(ζb2)
× exp
 
−
b2
2
(1 + ζ2)
 
+
1
2(2Nd−1)
Nd−1  
n=1
In(ζb2)
× exp
 
−
b2
2
(1+ζ2)
 Nd−1−n  
k=0
 
2Nd−1
k
 
[ζ−n−ζn]
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where, as in [36], we deﬁne ζ
∆ = a/b, 0 <ζ≤ 1, and
a =
√
Es h |
 
Npε − 1|
√
2N0
(9)
b =
√
Es h  (
 
Npε +1 )
√
2N0
. (10)
Here, ε
∆ = Ep/Es is the ratio of pilot energy to data energy,
and  h 2 =
 Nd
k=1 |hk|2 is the norm square of the channel-gain
vector.
Now we make use of the following expressions for the
Marcum Q-function, Q1(ζb,b), and the modiﬁed Bessel func-
tion of the nth order In(z) [36], [37]
Q1(ζb,b)=
1
4π
π  
−π
 
exp
 
−
b2
2
(1 + 2ζ sinθ + ζ2)
 
+exp
 
−
b2
2
 
(1 − ζ2)
2
1+2 ζ sinθ + ζ2
   
dθ
(11)
In(z)=
1
2π
π  
−π
cos
 
n
 
θ +
π
2
  
e−z sinθdθ. (12)
Application of (11) and (12) to (8) and further simpliﬁcation
yields
Pr{e|h} =
1
4π
π  
−π
 
exp
 
−
b2
2
 
(1 − ζ2)
2
g(θ;ζ)
  
+ f(θ;ζ)exp
 
−
b2
2
g(θ;ζ)
  
dθ (13)
where
f(θ;ζ)=
1
2(2Nd−2)
Nd−1  
n=1
cos
 
n
 
θ +
π
2
  
[ζ−n − ζn]
×
Nd−1−n  
k=0
 
2Nd − 1
k
 
g(θ;ζ)=1+2 ζ sinθ + ζ2.
Now, we note that
b2 =
Es h 2(
 
Npε +1 ) 2
2N0
=
Γtot h 2(
 
Npε +1 ) 2
2E{ h 2}
(14)
ζ =
|
 
Npε − 1|
 
Npε +1
(15)
where we have deﬁned Γtot
∆ = E{ h 2}(Es/N0) as the aver-
age total SNR. Substitution of (14) and (15) into (13) yields
the simpliﬁed expression for the BEP when conditioned on the
channel shown in (16) at the bottom of the page. The advantage
of (16), compared to the original equation (8), is now apparent
in that averaging over h is a simple process because it lies only
in the exponents. In addition, (16) only depends on  h 2, that
is, it is sufﬁcient to only condition on a single r.v., namely
the norm square of the channel gain vector, as opposed to
conditioning on the entire channel vector, involving Nd r.v.’s.
B. Bit Error Probability for Arbitrary Fading Channels
We now determine the BEP of our practical diversity system
in arbitrary fading channels by averaging (16) over the channel
ensemble
Pe = Eh {Pr{e|h}}.
In [19]–[21], the conditional BEP, conditioned on the SNR,
is averaged over the distribution of the SNR. Our derivation
shows that one must average Pr{e|h} in (16) over the distri-
bution of the fading ensemble to get the exact BEP. This is in
agreement with the observation made recently in [22]. A similar
observation was also made more than four decades ago in [15]:
“Since we do not have exact coherent detection one cannot
average over the nonfading coherent detection error probability
...to obtain the error probability of ﬁxed-reference coherent
detection.”
Since the Nd terms that we are averaging over appear only as
 h 2 in the exponents of Pr{e|h} in (16), we obtain the exact
BEP expression as shown in (17) at the bottom of the page,
Pr{e|h} =
1
4π
π  
−π
 
exp
 
−
Γtot h 2(
 
Npε +1 ) 2
4E{ h 2}
 
(1 − ζ2)2
g(θ;ζ)
  
+ f(θ;ζ)exp
 
−
Γtot h 2(
 
Npε +1 ) 2
4E{ h 2}
g(θ;ζ)
  
dθ
(16)
Pe(Γtot)=
1
4π
π  
−π
 
M h 2
 
−
Γtot(
 
Npε +1 ) 2
4E{ h 2}
(1 − ζ2)
2
g(θ;ζ)
 
+ f(θ;ζ)M h 2
 
−
Γtot(
 
Npε +1 ) 2
4E{ h 2}
g(θ;ζ)
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where M h 2(s)
∆ = Eh{es h 2
}. Thus, we have an exact BEP
expression for practical diversity systems in the presence of
channel estimation error, for arbitrary channels. All we require
is the evaluation of a single integral with ﬁnite limits and an
integrand involving only the MGF of the norm square of the
channel-gain vector.
C. Special Cases
In this section, we consider some special cases of the BEP
expression. From (17), we see that the BEP depends on Np
and ε through the quantity Npε. Here, we investigate the cases
where Npε is large, Npε → 1, and when Npε =0 .
1) Large Npε: Since Np and ε represent the number of pilot
symbols used to form the estimate of the channel and the ratio
of pilot energy to data energy, respectively, with increasing
Np and/or ε, we expect to see performance approach that of
perfect channel knowledge. From (15), as Npε →∞ , we note
that ζ → 1. This causes f(θ;ζ) to go to zero, hence the second
term in (17) does not contribute to the integral. After some
simpliﬁcation, we have
Pe(Γtot)=
1
π
π
2  
0
M h 2
 
−
Γtot
E{ h 2}sin2 θ
 
dθ (18)
as Npε →∞ . We recognize (18) as the BEP for BPSK with
perfect channel knowledge [36, p. 268].
2) Npε → 1: This case is of interest as it includes the
simplest estimator, namely the case where Np =1and ε → 1.
From (15), when Npε → 1, ζ → 0. In order to evaluate the
BEP performance in this case, we begin with (8) and apply
the small argument form of the modiﬁed Bessel function of the
nth order [36, p. 84]
In(z) ≈
 z
2
 n
n!
,z small
where we have assumed that n is a nonnegative integer.
Noting that Q1(0,b) = exp(−b2/2), after careful simpliﬁca-
t i o nw eh a v e
Pr{e|h} =
1
22Nd−1
Nd−1  
n=0
1
n!
 
b2
2
 n
exp
 
−
b2
2
 
×
Nd−1−n  
k=0
 
2Nd − 1
k
 
.
ApplyingpropertiesofMGFs,weobtaintheunconditionalBEP
expression as
Pe(Γtot)=
1
22Nd−1
Nd−1  
n=0
1
n!
 
Γtot
E{ h 2}
 n
×
dn
dsnM h 2(s)
       
s=−
Γtot
E{h2}
Nd−1−n  
k=0
 
2Nd − 1
k
 
.
3) Npε =0 : In this case, no channel estimation is per-
formed, so we expect performance to degrade completely. From
(15), when Npε =0we have ζ =1 . This causes f(θ;ζ) to
always equal zero, hence the second term in (17) does not
contribute to the integral. Note also that the argument of the
MGF in the ﬁrst term of (17) is also zero. Using the fact
that M h 2(0) = 1,w eh a v ePe(Γtot)=( 1 /4π)
  π
−π dθ =1 /2.
As expected, without performing any estimation the receiver
achieves the worst possible performance.
IV. BEP FOR SPECIFIC FADING DISTRIBUTIONS
Using the analytical framework developed in the previous
section, which is valid for arbitrary fading distributions, we
evaluate the BEP for some common channel models. For illus-
trative purposes we consider only independent nonidentically
distributed channels, even though our framework is applicable
to correlated channels. First, we consider Nakagami-m distrib-
uted channels with arbitrary m parameters. Then, the case of
Rayleigh fading is presented. The case of Ricean distributed
channels is also considered. We obtain asymptotic results for
the special case of i.i.d. fading to determine the diversity order
of diversity systems with practical channel estimation in these
channels.
A. Nakagami and Rayleigh Fading Environments
Nakagami-m fading channels have received considerable
attention in the study of various aspects of wireless systems
[38]–[41]. In particular, it was shown recently that the ampli-
tude distribution of the resolved multipaths in UWB indoor
channels can be well modeled by the Nakagami-m distribution
[28]. The Nakagami-m family of distributions, also known as
the “m-distribution,” contains Rayleigh fading (m =1 )as a
special case; along with cases of fading that are more severe
than Rayleigh (1/2 ≤ m<1) as well as cases less severe than
Rayleigh (m>1).
In a Nakagami fading environment, each |hk| has a Naka-
gami distribution with parameter mk ≥ 1/2. The MGF for the
sum of the squares of such r.v.’s is given by
M h 2(s)=
Nd  
k=1
 
1
1 − s
E{|hk|2}
mk
 mk
. (19)
Rayleigh fading can be obtained by setting mk =1 , ∀k in
the Nakagami-m model above.
B. Ricean Fading Environment
The Rice distribution is appropriate for modeling communi-
cation environments where there are line-of-sight components,
such as satellite channels [3], [29]. Using a procedure similar
to [42], we can derive the MGF of the norm square of the
channel-gain vector in a Ricean fading environment. In such an
environment, each hk has a complex Gaussian distribution with1940 IEEE TRANSACTIONS ON WIRELESS COMMUNICATIONS, VOL. 4, NO. 4, JULY 2005
nonzero mean. The MGF of the norm square of the channel
gains  h 2 is given by
M h 2(s)=
Nd  
k=1
 
κk
κk − s|µk|2
 
exp
 
sκk|µk|2
κk − s|µk|2
 
(20)
where each µk = E{hk}, and κk
∆ = |µk|2/(E{|hk|2}−| µk|2)
is the Rice factor. Note that µk is complex in general, but
the distribution of  h 2 does not depend on the phase of
each µk.
C. Asymptotic Results
1) Nakagami Fading: We now consider the behavior of our
expressions in (17) and (18) as the SNR increases asymptoti-
cally for the case of i.i.d. Nakagami fading channels with
E{|hk|2} =1 . In this case, the MGF becomes
M h 2(s)=
 
1
1 − s
m
 mNd
≈
 
−
m
s
 mNd
(21)
where the approximation is for large s. Using (21) in (17), one
can obtain the asymptotic behavior for the case of imperfect
channel knowledge as Γtot →∞
Pe,
Asym-I
Nakagami(Γtot)
=
1
4π
π  
−π



 
mE
 
 h 2 
g(θ;ζ)
Γtot
4 (
 
Npε+1)2(1−ζ2)
2
 mNd
+f(θ;ζ)
 
mE
 
 h 2 
Γtot
4 (
 
Npε +1 ) 2g(θ;ζ)
 mNd



dθ
= KI,Nakagami(m,Nd,N p,ε)
 
1
Γtot
 mNd
(22)
where we have deﬁned
KI,Nakagami(m,Nd,N p,ε)
∆ =
1
4π
 
4mNd
(
 
Np,ε+1 ) 2
 mNd
×
π  
−π
  
g(θ;ζ)
(1 − ζ2)
2
 mNd
+
f(θ;ζ)
[g(θ;ζ)]
mNd
 
dθ. (23)
In (23), we have used the fact that E{ h 2} = NdE{|h|2} =
Nd. The subscript Asym-I is used to denote the asymptotic
behavior with imperfect channel knowledge.
Using (21) in (18), one can similarly derive the asymptotic
behavior for the case of perfect channel knowledge as
Pe,
Asym-P
Nakagami(Γtot)=KP,Nakagami(m,Nd)
 
1
Γtot
 mNd
(24)
where
KP,Nakagami(m,Nd)
∆ =
(mNd)mNdΓ
 1
2 + mNd
 
2
√
πΓ(1 + mNd)
(25)
and Γ(·) is the gamma function7
Γ(p)
∆ =
∞  
0
tp−1e−tdt.
ThesubscriptAsym-Pisusedtodenotetheasymptoticbehavior
with perfect channel knowledge.
2) RayleighFading: ForthespecialcaseofRayleighfading,
the asymptotic results can be derived by setting m =1in (22)
and (24). In doing this we have
Pe,
Asym-I
Rayleigh(Γtot)=KI,Rayleigh(Nd,N p,ε)
 
1
Γtot
 Nd
(26)
where KI,Rayleigh(Nd,N p,ε)
∆ = KI,Nakagami(1,N d,N p,ε).
Similarly
Pe,
Asym-P
Rayleigh(Γtot)=KP,Rayleigh(Nd)
 
1
Γtot
 Nd
(27)
where KP,Rayleigh(Nd)
∆ = KP,Nakagami(1,N d).
3) Ricean Fading: Similar to the case above, we consider
the asymptotic behavior of (17) and (18) in i.i.d. Ricean fading
with E{|h|2} =1 . In this case the MGF becomes
M h 2(s)=
 
1+κ
1+κ − s
 Nd
exp
 
sNdκ
1+κ − s
 
(28)
≈
 
−
1+κ
s
 Nd
exp(−Ndκ) (29)
where κ is the Rice factor and the approximation is valid for
large values of s. Using (29) in (17), one can obtain the asymp-
totic behavior for the case of imperfect channel knowledge in
Ricean fading as Γtot →∞
Pe,
Asym-I
Ricean (Γtot)=
 
Nd(1 + κ)e−κ
Γtot
 Nd 1
4π
 
4
(
 
Npε +1 ) 2
 Nd
×
π  
−π
  
g(θ;ζ)
(1 − ζ2)
2
 Nd
+
f(θ;ζ)
[g(θ;ζ)]
Nd
 
dθ
=KI,Ricean(κ,Nd,N p,ε)
 
1
Γtot
 Nd
(30)
7We use the Γ(·) to denote the gamma function, while Γtot denotes the
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Fig. 2. Performance of BPSK in i.i.d. Nakagami fading with m =0 .5, for various Nd, Np.
where we have deﬁned
KI,Ricean(κ,Nd,N p,ε)
∆ =
1
4π
 
4Nd(1 + κ)e−κ
(
 
Npε +1 ) 2
 Nd
×
π  
−π
  
g(θ;ζ)
(1 − ζ2)2
 Nd
+
f(θ;ζ)
[g(θ;ζ)]
Nd
 
dθ. (31)
A similar calculation using (29) in (18) yields the asymptotic
behavior for perfect channel knowledge in Ricean fading
Pe,
Asym-P
Ricean (Γtot)=
 
Nd(1 + κ)e−κ
Γtot
 Nd Γ
 1
2 + Nd
 
2
√
πΓ(1 + Nd)
=KP,Ricean(κ,Nd)
 
1
Γtot
 Nd
(32)
where
KP,Ricean(κ,Nd)
∆ =
[Nd(1 + κ)e−κ]
Nd Γ
 1
2 + Nd
 
2
√
πΓ(1 + Nd)
. (33)
Note that the results in (30) and (32) differ from their counter-
parts in Rayleigh fading, (26) and (27), by only the multiplica-
tive factor [(1 + κ)e−κ]
Nd.
For the case of Nakagami fading, it is clear from (22) and
(24) that regardless of the number of pilot symbols used in the
formation of an estimate of the channel, a diversity order of
mNd is still maintained as in the case of ideal MRC. Similarly,
for the case of Ricean fading, (30) and (32) show that a diversity
order of Nd is preserved. This behavior, arising purely from
our analytical asymptotic expressions, is also evident from our
numerical results as we will show in the next section. These
results are in contrast to the analytical results presented in
[19]–[21] which showed that, even with the estimate arbitrarily
close to the ideal one, the asymptotic BEP is proportional
to 1/Γtot. That is, even with an arbitrarily good estimate,
diversity order is that of a single-branch system. For example,
the expression [19, eq. (20)] shows that the diversity order is
equal to that of a single-branch system.
V. D ISCUSSION AND NUMERICAL RESULTS
In this section, we discuss aspects of the correlation coefﬁ-
cient between the true channel gain and its estimate, including
the relation of this correlation coefﬁcient to the SNR and the
number of pilot symbols. We also examine the SNR penalty due
to channel estimation error and give some numerical results.
A. Relationship Between Estimate Correlation, SNR, and Np
The correlation coefﬁcient of the channel gain estimate with
the true channel gain plays a crucial role in the performance
of diversity systems with practical channel estimation. Here,
we have used an estimator structure that employs pilot symbol
transmission. The correlation coefﬁcient that arises from such
an estimator is given by
ρk =
E
 
hkˆ h∗
k
 
− E{hk}E
 
ˆ h∗
k
 
 
E
 
|hk − E{hk}|
2
 
E
    
 ˆ hk − E{ˆ hk}
   
 
2 
=

   
   
√
Npε  
Npε+ 1
Γk
, Nakagami-m fading
√
Npε  
Npε+
1+κk
Γk
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Fig. 3. Performance of BPSK in i.i.d. Nakagami fading with m =1(Rayleigh fading), for various Nd, Np.
Fig. 4. Performance of BPSK in i.i.d. Nakagami fading with m =4 , for various Nd, Np.
where Γk
∆ = E{|hk|2}(Es/N0) is the average SNR on the kth
diversity branch. It is important to note here that ρk is a function
of the average branch SNR Γk as well as the number of pilot
symbols Np.A sΓk tends toward the high SNR regime, the
correlation approaches one. This fact makes intuitive sense, if a
systemisoperatingunderhighSNR,itshouldbeabletoachieve
better accuracy in its estimate. This model is signiﬁcantly
different from other correlation models [17]–[21], where the
correlation coefﬁcient is explicitly set to a particular value,
irrespectiveofthebranchSNR.Similarly,asthenumberofpilot
symbols used to form the estimate increases, the correlation
approaches one. Naturally, as the number of channel measure-
ments increases, we expect our knowledge of the channel to
become more accurate.
Figs. 2–4 show the BEP for Nakagami fading for the cases
where m =0 .5, m =1 , and m =4 , respectively, and ε =1 .I n
each case, note that the diversity order is preserved, regardless
of the number of pilot symbols used in the estimation process.
Also, note that as Np increases, performance approaches that
of perfect channel knowledge. Similar results are shown in
Figs. 5 and 6 for a Ricean fading environment, with κ =
5d Band κ =1 0d B , respectively, and ε =1 . These results
are in agreement with our asymptotic analytical results in
(22), (26), and (30), respectively. Previous numerical resultsGIFFORD et al.: DIVERSITY WITH PRACTICAL CHANNEL ESTIMATION 1943
Fig. 5. Performance of BPSK in i.i.d. Ricean fading with κ =5d B , for various Nd, Np.
Fig. 6. Performance of BPSK in i.i.d. Ricean fading with κ =1 0d B , for various Nd, Np.
in [15], [16], and [19]–[21] were only valid for i.i.d. Rayleigh
fading environments, and showed that the diversity order was
not preserved. For example, in [19], numerical results with
ρ =0 .9,0.99,0.999(ρ =1correspondstoanidealestimate)all
display asymptotic behavior of a single-branch system. Similar
behavior can also be found in [21, Fig. 6].
Choosing the number of pilot symbols to use in the channel
estimation is an important aspect of system design. Clearly, the
number of pilot symbols cannot be arbitrarily large. The choice
is governed foremost by the coherence time of the channel,
and then by the requirements of the communication system in
terms of bit rates and transmission power. Throughout, we have
considered slowly fading channels in which a block of symbols
experiences the same fading condition. Provided that the data
symbols and the corresponding pilot symbols used to form an
estimate are within the coherence time, the performance should
follow what we have given above.
B. SNR Penalty
In comparison to ideal MRC, diversity with practical channel
estimation will incur a loss in SNR, due to the fact that
completely coherent combining is not possible. For analog
systems, the SNR penalty is deﬁned in terms of the degradation1944 IEEE TRANSACTIONS ON WIRELESS COMMUNICATIONS, VOL. 4, NO. 4, JULY 2005
Fig. 7. Comparison of exact performance with asymptotic performance of BPSK in i.i.d. Nakagami fading with m =1(Rayleigh fading), for various Nd, Np.
in the SNR. Instead, as in [43], we consider a measure that is
more suitable for digital systems; the SNR penalty required to
maintain a target BEP.
For a digital communication system, we deﬁne the SNR
penalty β as the increase in SNR required for a diversity system
with practical channel estimation to achieve the same target
BEP as ideal MRC. Implicitly, we have
Pe,I(βΓtot)=Pe,MRC(Γtot)
where Pe,I(·), Pe,MRC(·), β, and Γtot are the BEP for diversity
combining with imperfect channel knowledge, the BEP for
ideal MRC, the SNR penalty, and the total average SNR,
respectively.
Note that the SNR penalty is a function of the target
BEP, and therefore a function of the average SNR; that is,
β = β(Γtot). A closed-form expression for β is difﬁcult to
obtain, if at all possible. However, using (22) and (24), we
can derive the asymptotic SNR penalty βA for large SNR,
such that
Pe,Asym-I(βAΓtot)=Pe,Asym-P(Γtot).
Solving this relation for the speciﬁc case of Nakagami fading
channels gives
βA =
 
KI,Nakagami(m,Nd,N p,ε)
KP,Nakagami(m,Nd)
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mNd
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πΓ
 1
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(1 − ζ2)
2
 mNd
+
f(θ;ζ)
[g(θ;ζ)]
mNd
 
dθ



1
mNd
.
(34)
Clearly, the asymptotic SNR penalty for Rayleigh fading is
given by (34) when m =1 . A similar expression for Ricean
fading can be derived using (30)–(33). Since (31) and (33) only
differ by a multiplicative constant from (23) and (25) when
m =1 , the asymptotic SNR penalty in Ricean fading is given
by (34) with m =1 .
Figs. 7 and 8 show8 the asymptotic BEP given by (22)
and (30). These ﬁgures provide further conﬁrmation that the
practical channel-estimation scheme preserves the diversity
order. From these ﬁgures, we see that the performance given by
the asymptotic expressions quickly approaches the exact error
probability, indicating the efﬁciency of the asymptotic BEP
expressions.
Fig. 9 shows the asymptotic SNR penalty βA as a function
of Npε in Nakagami-m fading for several values of m and
Nd. Several important observations can be made from looking
at these graphs. First, note that curves are clustered according
to the m parameter, with better performance (lower penalty)
occurring for more benign environments, m>1.M o r ei m -
portantly, there is a surprising lack of dependence on Nd,i f
any. In particular, for m>1 increasing Nd increases the SNR
penalty slightly. However, for the case where 1/2 ≤ m<1,t h e
effect is reversed; increasing Nd decreases the penalty. In all
the cases investigated, the difference in SNR penalties be-
tween Nd =1and Nd =8does not exceed 0.2 dB. For the
case of Rayleigh or Ricean fading, where m =1 , changes in
Nd have no effect on the SNR penalty. This can be seen from
the m =1curve in Fig. 9, where the curves line up for all
Nd. These results are surprising because one could expect that,
as the number of diversity branches increases, the error due
to practical channel estimation would also increase, thereby
8Figs. 7 and 8 show the BEP for error rates as low as 10−10 only to
illustrate the asymptotic behavior and to further provide numerical conﬁrmation
that the practical channel estimation scheme preserves the diversity order;
these extremely low BEPs are not practical, especially for wireless mobile
communications.GIFFORD et al.: DIVERSITY WITH PRACTICAL CHANNEL ESTIMATION 1945
Fig. 8. Comparison of exact performance with asymptotic performance of BPSK in i.i.d. Ricean fading with κ =5d B , for various Nd, Np.
Fig. 9. SNR penalty as a function of Npε, for various Nd and m.
incurring a larger SNR penalty. These results show that this is
not the case.
VI. CONCLUSION
We have developed a general framework for evaluating the
exact BEP of BPSK in Nd-branch diversity systems utilizing
practical channel estimation. Our methodology, requiring only
the evaluation of a single integral with ﬁnite limits,is applicable
to channels with arbitrary distribution, including correlated
fading, provided that the norm square of the channel-gain
vector can be characterized by an MGF. We have shown that
the pilot symbol estimation technique, appropriate for digital
communication systems, preserves the diversity order of an
Nd-branch diversity system; in contrast to the results of [15],
[16], and [19]–[21], where the BEP was analyzed for ﬁxed
values of correlation. The SNR penalty, arising from practi-
cal channel estimation, was quantiﬁed. It was shown that the
penalty has little dependence on the diversity order of the
system.
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